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Compact size, maximum flexibility.
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             requires minimal space for an easy installation. This simple modular design 
provides optimal configuration flexibility, adapting easily to customer needs. The 15 mm CZ mini-modules 
supply a perfect, uniform cut-off in the tightest places.

’s MK Gun Series

 Minimal space for installation and maintenance
 Sharp cut-off for a clean application
 Easy configuration modular design
 Self-cleaning
 Water resistant
 100%                      spare parts and connections
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Narrow and modular 
profile saves space 
and allows for fast 
change-outs.

CZ and AOAC mini-
modules ensure a 
perfect cut-off for a 
clean application.

Integrated mini-filter 
retains contaminants 
and maintains 
adhesive qualities.

Actual Size

Compatible
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MK Micro-Gun Series

For more information visit , or contact your local representative.
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A TOTAL PACKAGE

         offers a complete selection of hot-melt 

components and support equipment:

RTD hot-melt hoses 

Manual and automatic dispensing valves

Nozzle and applicator styles

Mounting bracket packages

Solid-state pattern control systems 

In-line filters

Replacement parts for competitive systems

High-performance hot-melt adhesives

Cost-effective rebuild/exchange programs

Melton’s MK compact dispensing guns are ideal for 
packaging applications with restricted space. A 
flexible, simple, and universal modular design allows 
easy configurations to cover various application 
needs and is supplied with 100% parts and 
connection compatibility.

Modular
Design

Compatible

Maximum Hydraulic Pressure

Maximum Temperature

Temperature Sensor

Pneumatic Pressure

Opening System

Velocity

100 bar

230° C / 446° F

Ni 120; PT 100; FEKO; NTC

0.3 - 6 bar

AOAC

3500 cycles/min

MK Series Characteristics

Technical Specifications
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