COLD WATER —WITH COMBUSTION ENGINE
The Profi-Jet-Series (portable)
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Figures: Profi-Jet B13/150
Portable version




Technical specifications

Profi-Jet B13/150

£ Ma

Profi-Jet B10/200

Operating pressure adjustable bar / MPa 30-150 / 3-15 30-200/3-20
Max. admissible overpressure bar / MPa 170 /17 220/22
Water output I/min  1/h 3 780 10 600
Engine Honda GX160 LX Honda GX200 LX
Dimensions Lx W x H mm 520/360/420 520 /360 /420
Weight kg 33 35

Speed adjustment (SA) - -
Cleaning Agent Intake - -
qupmert |

Hose drum - -

Steel braided high-pressure hose m 10 10
Trigger gun with safety catch Model M2000 M2000
Dirtkiller lance Nozzle size - 03
E]Ez;i;lfss steel lance with regulating 0210 cize @ D2505 0 D2503

Ord.no.

TECHNICAL HIGHLIGHTS!

The Kranzle high-pressure cleaners with
combustion engine offer greater performance
than any single-phase electric device. The most
effective solution for cleaning of areas with no
available power supply.

B Operation without electrical connection
B Water intake from separate tank is possible

For detailed technical information, see page 81



COLD WATER —WITH COMBUSTION ENGINE
The Profi-let-Series (stainless steel trolley - incl. hose drum)
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Figures: Profi-let B16/220
With hose drum & speed regulation




Technical specifications

Operating pressure adjustable bar / MPa 30-150/3-15 30-200/3-20 30-200/3-20 30-200/3-20 30-250 / 3-25
Max. admissible overpressure bar / MPa 170 /17 220/22 220/22 220/ 22 270/ 27
Wateroutput I/min  1/h 3 730 10 600 16 960 20 1200 16 960
Engine Honda GX160 LX Honda GX200 LX Honda GX340 LX Honda GX390 LX Honda GX390 LX
Dimensions Lx W x H mm 770/ 570 / 1005 770 /570 /1005 785 /570 /1005 785 /570 / 1005 785 /570 /1005
Weight kg 42 44 71 71 71
Speed adjustment (SA) - - [ ] [ ] [ ]
Cleaning Agent Intake - - - - -
qupent |
Hose drum [ ] [ ] [ ] [ ] [ ]
Steel braided high-pressure hose m 20 20 20 20 20
Trigger gun with safety catch Model M2000 M2000 Starlet Starlet Starlet
Dirtkiller lance Nozzle size - D03 - - -
stainless steel lance with regulating  nozle size @ D2505 ) D2503 @ D2505 @ D2507 @ D25045
without SA without SA incl. SA incl. SA incl. SA
Ord.no.

For detailed technical information, see page 82-83




