
ARX LIGHT TANDEM ROLLERS
SERIE TIER 4 FINAL

MACHINES
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Ammann rollers 
provide industry-
leading compaction 
performance, in part 
due to the vibratory 
systems.”

“
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YOUR BENEFITS 
AT A GLANCE
WHAT CHARACTERISES THE LIGHT TANDEM ROLLERS 
FROM AMMANN?

PRODUCTIVITY
Electronic drive lever 
Smooth start and stop important, especially 
on asphalt jobs.

Articulated joint with oscillation 
Increased surface coverage and quality.

Sprinkling system 
2-stage filtration system with large water 
tanks for extended intervals between fillings.

ACEforce (ARX 2-2) 

Intelligent compaction tool for best effectivity.

Adjustable oscillating 
articulation joint (ARX 2-2) 

Oscillating joint easy changeable from Off-set 
into In-line drum setting.

ERGONOMICS
Operators platform design 
Spacious operator platform 
(with slideable seat ARX 2-2).

Simple and reliable dashboard 
Intuitive machine control, even 
with an unskilled operator.

Visibility 
Perfect all-around machine visibility 
for safety on the jobsite.

SERVICEABILITY
Design that enables 
daily maintenance 
Easy and fast daily maintenance.

Accessible service 
and maintenance points 
Machine serviced from ground, 
enabling comfort.

Maintenance free parts 
Reduced risk of machine damage.

ARX COMPACTORS

ARX 12 ARX 16 ARX 16C ARX 20 ARX 23-2 ARX 23-2C ARX 26-2 ARX 26-2C

LINE ARX 1 LINE ARX 2-2



OVERCOMING
OBSTRUCTIONS
Ammann Light Tandem Rollers deliver productivity in open 
spaces and on tight jobsites, too. The light rollers’ weights 
range from 1460 kg to 2650 kg, while compaction widths 
run from 820 mm to 1200 mm. The rollers feature a new 
articulating joint that enables quick adjustment from in-
line to offset settings, helping the compactors work flush 
against curbs and other obstructions. Combination options 
utilise steel drums in front and pneumatic tyres in the rear to 
provide even more versatility.

HIGHLIGHTS
•	Easy switch from in-line to offset front drum

•	LED light system

•	Reduced sound levels

•	Redesign of the front and rear frame

•	Tier 4 Final/EU Stage V ready

VIBRATORY SYSTEM
•	1-stage vibrator (ARX 1&2-2) 

•	ARX 2-2 

	 – 58 Hz / 0.5 mm

	 – 66 Hz / 0.5 mm

•	Optional ACEforce (ARX2-2)

4
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APPLICATIONS
•	Small and medium construction sites

•	 Jobsites with obstructions

•	Road maintenance

APPLICATIONS
PRODUCTIVE IN TIGHT SPACES

The front drum of an Ammann Light Tandem Roller 
can be offset to enable work against curbs and 
other obstructions. The machine can easily return to 
in-line settings when on more open jobsites.

SUB-BASES 
Gravel and wet paves layers:  
recommended lift thickness 150-300 mm

Sub-base course:  
not recommended

Sub-grade:  
not recommended

TOP LAYERS
Wearing course:  
recommended lift thickness 20-40 mm

Binder layer:  
recommended lift thickness 40-60 mm

Asphalt base layer:  
recommended lift thickness 60-120 mm

SUB-GRADE

SUB-BASE COURSE

GRAVEL MIXTURES BINDER LAYER

WEARING COURSE ASPHALT BASE LAYER
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FEATURES AND BENEFITS
THE ADVANTAGES OF AMMANN

Customer input plays a crucial role in developing the features that are built into all 
Ammann products, including light tandem rollers. Those requests include an ability to 
quickly switch between in-line and offset drum settings as jobsite conditions change. 
A smart compaction system and easy serviceability also fulfill customer needs.

DESIGN
•	Spacious operator platform with sliding seat

•	 Intuitive dashboard layout with reliable switches

•	Redesign of the front and rear frame

•	New LED light system

•	Rubber-mounted platform that limits vibration

•	Compact design for easy operation & loading

•	Foldable ROPS

SERVICEABILITY 
•	Maintenance-free articulation joint

•	Easy and fast daily maintenance

•	Accessible service and maintenance points

ACEforce 
•	Continuous compaction measurement system

•	Absolute measurement system with evaluation 
of real material stiffness

•	Mounted on the machine

•	Covers the spectrum of compaction in soil and aggregates

•	Available information includes achieved compaction

•	Can measure compaction at any  
point on-site

ADDITIONAL FEATURES 
AND BENEFITS
•	Central lifting point as an Add-On option

•	Foldable scrapers as an Add-On option

•	New 360° adjustable LED working lights

•	General safety improvements – BG BAU compliant

•	Articulated steering concept with articulating 
oscillation joint

•	Both drum drive and vibration system

•	Large water tank for sprinkling with multiple water 
nozzles and easy draining&cleaning
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ELECTRONIC DRIVE LEVER 
•	Offered only by Ammann

•	Enables setting of hard or soft starts and stops, 
especially important on asphalt jobs where 
smoothness is essential

Ammann rollers 
direct vibration 
to the ground 
and away from 
the operator.”

“

OPTIMAL VISIBILITY 
•	Narrow frame and Engine hood aids view to 

drum edges and surfaces

•	Adjustable and slideable seat improves sight lines

•	Ability to offset drums enhances visibility as well
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OPERATOR COMFORT 
AND CONTROL
INTUITIVE CONTROLS, EXCELLENT VISIBILITY

The rollers’ design makes operators comfortable and machine loading easy. One of the most important 
design benefits is ease of use. Putting controls in easy-to-access locations and making displays visible 
and intuitive help operators make the most of the machine – from the very first day.

COMFORTABLE 
OPERATOR’S STATION
•	Vibration-isolated operator 

platform

•	Spacious platform

•	Fully adjustable slideable seat

HELPFUL DASHBOARD 
•	Clear and logical layout

•	Reliable, intuitive switches

•	 Integrated 
multifunctional display

USER FRIENDLY 
•	Easy-to-operate instrument panel

•	Tight turning radius

•	Smooth or hard starting and reversing of the 
machine by electronic drive lever

•	Compact dimensions for transport

•	Well-positioned fixation points for transport/lifting
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ENGINE AND DRIVE TRAIN
POWER AND EFFICIENCY

Power is required on every 
job, and the Ammann Light 
Tandem Rollers offer plenty. 
Fuel efficiency is an added 
bonus that helps reduce 
your operating costs and has 
a direct impact on profitability.

YANMAR ENGINE
•	US EPA Tier 4f/EU Stage V 

ready engine from Yanmar

•	 For ARX 1 with 14,6 kW

•	Water-cooled and diesel-
powered

•	High performance

•	High torque

•	Long life

•	 Low maintenance

•	 Low emissions

KUBOTA ENGINE
•	Latest US EPA Tier 4f/EU Stage V 

ready engine from Kubota

•	 For ARX 2-2 with 25 kW

•	With DOC and DPF technology 
for lowest engine emissions

•	Water-cooled and diesel-powered

•	High performance

•	High torque

•	Long life

•	 Low maintenance

•	 Low emissions

DOC + DPF

AIR FILTER
FUEL FILTER

ENGINE OIL FILTERHYDRAULIC OIL FILTER

HYDRAULIC PUMPS

WATER SEPARATOR

COOLER
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OPTIONS
CUSTOMISE YOUR ROLLER

Standard features on Ammann Light Tandem Rollers offer what you need to get the job done. 
Choose the options that make your machine the perfect fit for your jobsites.

OPTIONS
•	CE kit with folding ROPS 

and working lights 

•	Canvas canopy

•	ACEforce

•	Asphalt thermometer

•	Road lighting 

•	Reverse alarm 

•	Battery disconnection switch

•	ATC – Ammann Traction Control

•	Armrests

•	Edge-cutter

•	Biodegradable hydraulic oil 

•	 In-line drums

•	Custom colour

•	Central-lifting hook ARX 1 (Standard) 
ARX 2-2 (Option)

Folding ROPS for easy transport

2nd drive-lever Edge-cutter & Road lighting 

Combi version & Road lighting & Reverse alarm
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OFFSET 40mm



12

A

B

G

D
C

I

J
H

L

E

F

K

A

B

G

D
C

II

J
H

L

E

F

K

DIMENSIONS
ARX LIGHT TANDEM VIBRATORY ROLLERS
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ARX 12 T4f ARX 16 T4f ARX 16C T4f ARX 20 T4f

A MACHINE LENGTH 2020 mm (79.5 in) 2020 mm (79.5 in) 2020 mm (79.5 in) 2020 mm (79.5 in)

B WHEELBASE 1440 mm (56.7 in) 1440 mm (56.7 in) 1475 mm (58.1 in) 1440 mm (56.7 in)

C MACHINE HEIGHT 2400 mm (94.5 in) 2400 mm (94.5 in) 2400 mm (94.5 in) 2400 mm (94.5 in)

D MACHINE HEIGHT (FOLDED ROPS) 1730 mm (68.1 in) 1730 mm (68.1 in) 1730 mm (68.1 in) 1730 mm (68.1 in)

E DRUM WIDTH 820 mm (32.3 in) 900 mm (35.4 in) 900 mm (35.4 in) 1000 mm (39.4 in)

E TIRE-AXLE WIDTH – – 890 mm (35 in) –

F WORKING WITH WITH OFFSET 870 mm (34.3 in) 950 mm (37.4 in) N/A 1050 mm (41.3 in)

G MACHINE LENGTH ROPS 2220 mm (87.4 in) 2220 mm (87.4 in) 2220 mm (87.4 in) 2220 mm (87.4 in)

H GROUND CLEARANCE 230 mm (9.1 in) 230 mm (9.1 in) 230 mm (9.1 in) 230 mm (9.1 in)

I DRUM DIAMETER 580 mm (22.8 in) 580 mm (22.8 in) 580 mm (22.8 in) 580 mm (22.8 in)

J DRUM SHELL THICKNESS 13 mm (0.5 in) 13 mm (0.5 in) 13 mm (0.5 in) 13 mm (0.5 in)

K MACHINE WIDTH (TOTAL) 870 mm (34.3 in) 950 mm (37.4 in) 1050 mm (41.3 in) 950 mm (37.4 in)

L MACHINE LENGTH (TOTAL) 2330 mm (91.7 in) 2330 mm (91.7 in) 2330 mm (91.7 in) 2330 mm (91.7 in)

ARX 23-2 T4f ARX 23-2C T4f ARX 26-2 T4f ARX 26-2C T4f

A MACHINE LENGTH 2500 mm (98.4 in) 2500 mm (98.4 in) 2500 mm (98.4 in) 2500 mm (98.4 in)

B WHEELBASE 1740 mm (68.5 in) 1755 mm (69.1 in) 1740 mm (68.5 in) 1755 mm (69.1 in)

C MACHINE HEIGHT 2550 mm (100.4 in) 2550 mm (100.4 in) 2550 mm (100.4 in) 2550 mm (100.4 in)

D MACHINE HEIGHT (FOLDED ROPS) 1935 mm (76.2 in) 1935 mm (76.2 in) 1935 mm (76.2 in) 1935 mm (76.2 in)

E DRUM WIDTH 1000 mm (39.4 in) 1000 mm (39.4 in) 1200 mm (47.2 in) 1200 mm (47.2 in)

E TIRE-AXLE WIDTH – – – – 

F WORKING WITH WITH OFFSET 1040 mm (40.97 in) N/A 1240 mm (48.77 in) N/A

G MACHINE LENGTH (FOLDED ROPS) 2585 mm (101.8 in) 2585 mm (101.8 in) 2585 mm (101.8 in) 2585 mm (101.8 in)

H GROUND CLEARANCE 280 mm (11 in) 280 mm (11 in) 280 mm (11 in) 280 mm (11 in)

I DRUM DIAMETER/ (TIRES) 695 mm (27.4 in) 695/635 mm (27.4/25 in) 695 mm (27.4 in) 695/635 mm (27.4/25 in)

J DRUM SHELL THICKNESS 13 mm (0.5 in) 13 mm (0.5 in) 13 mm (0.5 in) 13 mm (0.5 in)

K MACHINE WIDTH (TOTAL) 1130 mm (44.5 in) 1120 mm (44.1 in) 1350 mm (53.1 in) 1295 mm (51 in)

L MACHINE LENGTH (TOTAL) 2585 mm (101.8 in) 2585 mm (101.8 in) 2585 mm (101.8 in) 2585 mm (101.8 in)

 

OSCILLATION JOINT
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SPECIFICATIONS
ARX LIGHT TANDEM VIBRATORY ROLLERS

ENGINE

ENGINE TYPE YANMAR 3TNV80F YANMAR 3TNV80F YANMAR 3TNV80F YANMAR 3TNV80F

EMMISSION CLASS
EU Stage V Ready 

/U.S. EPA Tier 4 final
EU Stage V Ready 

/U.S. EPA Tier 4 final
EU Stage V Ready 

/U.S. EPA Tier 4 final
EU Stage V Ready 

/U.S. EPA Tier 4 final

POWER OUTPUT ISO 3046 14.6 kW /20 HP 14.6 kW /20 HP 14.6 kW /20 HP 14.6 kW /20 HP

CYLINDER/LTR. 3 cyl / 1267 No./ccm 3 cyl / 1267 No./ccm 3 cyl / 1267 No./ccm 3 cyl / 1267 No./ccm

1. /2. WORKING SPEED 2.100 / 2.400 rpm 2.100 / 2.400 rpm 2.100 / 2.400 rpm 2.100 / 2.400 rpm

TRAVEL SPEED KM/H 8.5 km/h (5.3 MPH) 8.5 km/h (5.3 MPH) 8.5 km/h (5.3 MPH) 8.5 km/h (5.3 MPH)

GRADEABILITY WITH / 
WITHOUT VIBR.

30 / 40 % 30 / 40 % 30 / 40 % 30 / 40 %

MISCELLANEOUS

BATTERY / CAPACITY 12/77 V/Ah 12/77 V/Ah 12/77 V/Ah 12/77 V/Ah

WATER TANK 110 l (29.1 gal) 110 l (29.1 gal) 110 l (29.1 gal) 110 l (29.1 gal)

HYDRAULIC SYSTEM/TANK 28.5 l (7.5 gal) 28.5 l (7.5 gal) 28.5 l (7.5 gal) 28.5 l (7.5 gal)

DIESEL FUEL TANK 24 l (6.3 gal) 24 l (6.3 gal) 24 l (6.3 gal) 24 l (6.3 gal)

WHEEL LOAD – – 283 kg (623.9 Ib) –

NUMBER OF WHEELS – – 4 –

TIRE SIZE – – 8/60-15 –

ARX 12 T4f ARX 16 T4f ARX 16C T4f ARX 20 T4f

WEIGHT & DRIVING CHARACTERISTICS

OPERATING WEIGHT CECE 1460 kg (3220 Ib) 1520 kg (3350 Ib) 1450 kg (3200 Ib) 1550 kg (3420 Ib)

OPERATING WEIGHT MAX. 1700 kg (3750 Ib) 1700 kg (3750 Ib) 1700 kg (3750 Ib) 1700 kg (3750 Ib)

STATIC LINEAR LOAD  
(FULL-FLUSH)

8.4/9.4 kg/cm  
(18.5/20.7 Ib)

7.9/9 kg/cm  
(17.4/19.8 Ib)

7.9/– kg/cm  
(17.4/– Ib)

7.3/8.2 kg/cm  
(16,1/18.1 Ib)

TURNING RADIUS INSIDE 2100 mm (82.7 in) 2100 mm (82.7 in) 2100 mm (82.7 in) 2100 mm (82.7 in)

STEERING / OSCILLATING 
ANGLE

30/6 ±° 30/6 ±° 30/6 ±° 30/6 ±°

DRUM OFFSET 50 mm (1.97 in) 50 mm (1.97 in) N/A 50 mm (1.97 in)

COMPACTION FORCES

AMPLITUDE
0.5 mm  
(0.02 in)

0.5 mm  
(0.02 in)

0.5 mm  
(0.02 in)

0.5 mm  
(0.02 in)

FREQUENCY AT 
2100/2400 RPM

58/66 Hz  
(3480/3960 VPM)

58/66 Hz  
(3480/3960 VPM)

58/66 Hz  
(3480/3960 VPM)

58/66 Hz  
(3480/3960 VPM)

CENTRIFUGAL FORCE 23 kN 23 kN 23 kN 24 kN

ROAD CONSTRUCTION 
TECHNOLOGY

– – – –
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ARX 23-2 T4f ARX 23-2C T4f ARX 26-2 T4f ARX 26-2C T4f

ENGINE

ENGINE TYPE KUBOTA D1803-CR-E4B KUBOTA D1803-CR-E4B KUBOTA D1803-CR-E4B KUBOTA D1803-CR-E4B

EMMISSION CLASS
EU Stage V Ready 

/U.S. EPA Tier 4 final
EU Stage V Ready 

/U.S. EPA Tier 4 final
EU Stage V Ready 

/U.S. EPA Tier 4 final
EU Stage V Ready 

/U.S. EPA Tier 4 final

POWER OUTPUT ISO 3046 25 kW /33.5 HP 25 kW /33.5 HP 25 kW /33.5 HP 25 kW /33.5 HP

CYLINDER/LTR. 3 cyl / 1826 cm3 3 cyl / 1826 cm3 3 cyl / 1826 cm3 3 cyl / 1826 cm3

1. /2. WORKING SPEED 2.100 / 2.400 rpm 2.100 / 2.400 rpm 2.100 / 2.400 rpm 2.100 / 2.400 rpm

TRAVEL SPEED 11 km/h (6.8 MPH) 11 km/h (6.8 MPH) 11 km/h (6.8 MPH) 11 km/h (6.8 MPH)

MAX. GRADEABILITY 
(THEORETICAL)

55 % 53 % 55 % 53 %

MISCELLANEOUS

BATTERY / CAPACITY 12/77 V/Ah 12/77 V/Ah 12/77 V/Ah 12/77 V/Ah

WATER TANK 190 l (50.2 gal) 190 l (50.2 gal) 190 l (50.2 gal) 190 l (50.2 gal)

HYDRAULIC SYSTEM/TANK 28.5 l (7.5 gal) 28.5 l (7.5 gal) 28.5 l (7.5 gal) 28.5 l (7.5 gal)

DIESEL FUEL TANK 35 l (9.2 gal) 35 l (9.2 gal) 35 l (9.2 gal) 35 l (9.2 gal)

WHEEL LOAD – N/A – N/A

NUMBER OF WHEELS – 4 – 4

TIRE SIZE – 205/60 R15 – 205/60 R15

WEIGHT & DRIVING CHARACTERISTICS

OPERATING WEIGHT CECE 2230 kg (4920 Ib) 2085 kg (4600 Ib) 2550 kg (5620 Ib) 2350 kg (5180 Ib)

OPERATING WEIGHT MAX. 2390 kg (5270 Ib) 2250 kg (4960 Ib) 2600 kg (5730 Ib) 2465 kg (5430 Ib)

STATIC LINEAR LOAD 
10.8/11.6 kg/cm  

(23.8/25.6 Ib)
10.9/– kg/cm  

(24/– Ib)
10.3/11 kg/cm  
(22.7/24.25 Ib)

10.2/– kg/cm  
(22.49/– Ib)

TURNING RADIUS INSIDE 2630 mm (103.5 in) 2630 mm (103.5 in) 2540 mm (100 in) 2540 mm (100 in)

STEERING / OSCILLATING 
ANGLE

30/6.5 ±° 30/6.5 ±° 30/6.5 ±° 30/6.5 ±°

DRUM OFFSET 40 mm (1.57 in) N/A 40 mm (1.57 in) N/A

COMPACTION FORCES

AMPLITUDE
0.5 mm  
(0.02 in)

0.5 mm  
(0.02 in)

0.5 mm  
(0.02 in)

0.5 mm  
(0.02 in)

FREQUENCY AT 
2100/2400 RPM

58/66 Hz  
(3480/3960 VPM)

58/66 Hz  
(3480/3960 VPM)

58/66 Hz  
(3480/3960 VPM)

58/66 Hz  
(3480/3960 VPM)

CENTRIFUGAL FORCE 41 kN 41 kN 47 kN 47 kN

ROAD CONSTRUCTION 
TECHNOLOGY

ACEforce ACEforce ACEforce ACEforce
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KEY TEACHING THEMES CONNECT  
ALL EFFORTS, NO MATTER WHERE THEY OCCUR

A good balance. Training often combines a traditional classroom 
setting with hands-on machine experience. Ammann application 
experts also can offer instruction on your jobsite.

Training typically includes students from other industry businesses. 
Participants say conversations with their peers – and learning how 
they overcome challenges – are other key benefits.

Learn in your language. Lessons are taught in many languages, 
ensuring your team understands key terms and lessons and makes 
the most of your training investment.

TRAINING WORLDWIDE
Ammann product and application experts are 
ready to provide the training you need, no matter 
where you are. The global nature of Ammann 
ensures an expert is always near you – ready to 
offer instruction that ranges from the basics to 
the specifics relevant to your geographic area. 
The training can take place at an Ammann facility, 
your business – or even on a jobsite.

TRAINING

If Ammann machine training was 
summarised in a single word, it might well 
be “comprehensive.” The training includes 
multiple expertise levels and modules to 
benefit all skill levels.

ENHANCE YOUR PERFORMANCE
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SERVICE

No matter where you are, Ammann-trained technicians 
and parts are nearby. Ammann dealers provide well-
trained service technicians who can help you, whether 
it’s an emergency or time for preventive maintenance. 
The vast Ammann network ensures there is a nearby 
technician who understands your language and your 
technical needs. Parts availability and ease of ordering 
are always Ammann priorities.

A NETWORK TO SUPPORT YOU

HOTLINE SUPPORT
Ammann experts are ready to answer your technical 
questions 24 hours a day, seven days a week.  
The hotline team is highly trained and experienced. 
Representatives can talk you through the challenges 
– in various languages – to help keep your  
machine productive.

SERVICE VIDEOS
Sometimes a video tells 
the story best. That’s why 
you’ll find a variety of service 
videos that walk you  
through service 
and maintenance processes.

QR CODE
Many maintenance kits 
feature QR codes that 
link to videos with helpful 
demonstrations that walk you 
or your technician through 
the process. The videos tell 
the story without dialogue 
so customers anywhere 
in the world can understand.

SERVICE APP
The service app for Ammann 
machines impresses machine 
operators who are already 
benefiting from the advanta-
ges of the free application.  
The easy-to-use app provides 
machine operators working 
on site quick and uncomplica-
ted access to machine docu-
mentation.
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SPARE PARTS

WEARING KITS
Some machines handle abrasive materials in demanding 
applications. While wear is inevitable, downtime can  
be limited. Wearing kits make replacement of these parts 
efficient and cost-effective. All the necessary parts – big and 
small – are in a single box to keep you organised and efficient 
and to ensure the machines are quickly back up and running. MAINTENANCE KITS 

Preventive maintenance is crucial to efficient operation and 
service life of machines. The easier the maintenance, the more 
likely it is to be completed. Maintenance kits make the upkeep 
simple. Parts associated with a particular maintenance process 
are in a single box with a single part number.

EMERGENCY KITS
Emergency kits prevent little frustrations from becoming 
bigger issues that can shut down a machine and even a 
jobsite. These kits include parts such as switches, fuses and 
valve coils that are simple and fast to change yet still can 
cause significant problems if not operating properly.  
The kits easily fit in the trunk or bed of a vehicle so they’re on 
hand when needed. A crew-member with a bit of technical 
knowledge can handle this work on the jobsite. These repairs 
take 2 hours or less.

BROCHURE WITH ALL KITS
We have a prospect with all kits, and their part numbers are 
available for you. Just contact your parts consultant and have 
a digital or hardcopy sent to you.

You can only earn money when your equipment 
is working. That’s why Ammann does everything 
possible to ensure you have the parts where and 
when you need them. Those efforts include easy 
online ordering to avoid confusion and enable 
tracking, and efficient logistics and availability to 
help parts reach you quickly.
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Service kits ensure 
that every part is there 
when you need it, while 
emergency kits prevent 
a little challenge from 
becoming a big one.”

“



Specifications are subject to change. 
MPB-1438-02-EN | © Ammann Group

For additional product information 
and services please visit : 
www.ammann.com


